CS 286-002 Computer Architecture & Organization
Fall 2026
Quiz #4 on September 23, 2026 (SUGGESTED SOLUTIONS)

Your Last Three Digits:

(please do NOT write all of your student 1D or your name)

Grade:
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(1) “Ii $t0, (1024)” is an illegal instruction (if you try to assemble that instruction using PC-Spim
simulator, that instruction will cause a syntax error). What’s wrong?

li instructions takes a hard-coded value (a number) for its second argument. Since the
parenthesis (“( )”) means “a value at a memory address”, li instruction can not take “(_ ).
It should be “li $t0, 1024 or “Iw $t0, (1024)”.

(2) Translate the “if-then-else” program structure using MIPS instructions (in the following
MIPS assembly program structure (by showing all the necessary missing instructions there).

text
.globl main

main: ceo e

if_equaL Eu.ilﬁé.t.r:l.jé.fiuo.ﬁ .é ..........

end_if_else: instruction C

The most serious problem is that we need a j” instruction at the end of the group of
“instruction A” (“j end_if_else”).



(3) Transform the following decimal number to the two’s complement binary number (using the
16-bit format: your processor is a 16-bit architecture processor): -59¢0). Show all your work.

STEP #1: 59 = 0000 0000 0011 1011
STEP #2: 1111 1111 1100 0100

STEP #3:1111 1111 11001 0101

(4) What does “floating point” in “floating point fraction numbers” mean?

The term, “floating point”, means that the decimal point can move either to the left or the right).

(5) How will “-1(109)” be represented using n-bits two’s complement number?

n-<1’s
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